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CONTROL SYSTEMS

Microphone console with touch screen

Desktop control unit with touch screen and microphone desk with connection to Ethernet (IP) for the COMPACT public 
address system and voice alarm. It allows the emission of messages through the IP network in streaming, the activation 
of remote messages from the system matrices and the management of musical programs and volumes.

DC-700ETH/T

• Digital audio and control data via an IP 
connection.
• Ethernet connection. Redundant optional.
• 24 V DC power supply.
• Runs the control software for COMPACT 
installations inside.
• USB input for music broadcast.
• Graphic display with configurable position of 
buttons and background images to facilitate the 
user operation.

• Zones and groups buttons for selection. 
• Live or pre-recorded messages activation. 
• PA system surveillance. 
• Modification of zones volume. 
• Zone status indication.

• Announcements with or without a pre-
announcement tone (Gong).
• Gong that can be personalised.
• Recording and sending adhoc messages.
• Different operating modes: Zones Selection mode 
and Emergency mode.
• Monitor speaker.

Connection
Power supply
Consumption
Weight
Colour
Microphone
Type
Frequency response
Sensitivity
Impedance
Material
Gooseneck Length
Display
Type
Resolution
Luminance

1 Ethernet (RJ45), expandable to 2
24 V DC
0.5 A
2.5 kg
Black RAL9005

Uni-directional condenser
50 ~ 12,000 Hz
1.78 mV
2.2 KΩ
Aluminio
350 mm

LCD 7” PCAP
1280 x 800 px
300 lux

Accesories (not included) Redundant Ethernet connection (CC-700ETH).  
Stereo RCA input for music source and analog output 0dB (CC-700CA). 
Input contacts (3) + FAIL Relay (CC-700CC)


